GRAVIS SP-X SERIES

HoBasi NMHelKa BbICOKOTEXHOMNOMMYHbIX PEAYKTOPHbIX Macen

OnucaHue

Petrol Ofisi Gravis SP-X Series — BbiCOk03(h(peKTUBHbIE CUHTETUYECKNE Macna AN
NPOMbILLIEHHbIX PeAYKTOPOB, CO3AaHHbI€ C UCMOJ/Ib30BAaHUEM HOBEMLUMX TEeXHOJIOMMMH
NpPoOM3BOACTBAa MHAYCTPUAJIbHbIX CMa304HbIX MaTepuanoB. O6ecneunBaroT HAAEKHYIO
3awMTy OT M3HOCa 3ybuaTbiX nepeaay, npoasieBas CpokK c/yx6bl 060pyaoBaHUA flaXKe NpuU
KpaWHe TsHKeNbiX YC/I0BUMAX SKCnJlyaTauum.

NMpuMmeHeHue

Macna 0co6eHHO PpeKOMEHAYIOTCA AJI CMa3KU POJIMKOBbIX NOALIMIMNHUKOB, paboTarowmx B
yCNoBUSIX NOBbILLEHHbIX TeMNepaTyp, NPsAMO3y6bix, KOCO3ybbIX 1 KOHMYECKUX 3ybuaTbiX
nepepgay, a TakKXke 3aKpbiTbiIX peAyKTOPOB BCEX TUMNOB.

NMpeuMyLliecrTBa

- 3alMLLAIOT MOBEPXHOCTM WEeCTepPeH OT 3aANPOB M MUKPOMUTTUHIA, @ TaKKe NpeaoTBpaLlaloT
NOJIOMKY UX 3ybbeB;

- YBENMUMBAIOT CPOK CNY>Obl NOALWMMHMKOB NMPOMbILLSIEHHbIX Y3/10B;

- CHMXaloT noTpebneHne aHeprn 1 3ameansatoT obpa3oBaHne KOppPo3nm 3a c4eT 3PPEKTUBHOIO
0TBOZA Tenna oT paboumx NOBEPXHOCTEN;

- ObecneumnBatoT paboTy MEXaAHN3MOB NMPW BbICOKMX U HU3KMUX TeMnepaTypax;

- bnaropapst cMHTETMYECKOM OCHOBE Macsia 0bnaaatoT OTIMYHOM CTOMKOCTBIO K OKMCIIEHWIO;

- CHMXKaIOT pacxodbl Ha TEXHUYECKOe 06CNyXmnBaHMe 1 YBENNUYMBAOT 3 HEKTUBHOCTb paboTbl CUCTEM;
- ObecneumnBatoT HAAEXHYIO 3aLMTY OT PXKaB4YMHbI M KOPPO3UK AaXke B SKCTPEMAsIbHbIX YCI0BUSX
aKCnnyaTaumu;

- BbICOKMI MHAEKC BA3KOCTU 06eCcneynmBaeT LMPOKY0 061acTb NPUMEHEHUS.

Cneuundukaumm m onobpeHuns
AIST 224 (US Steel 224) IEC 61400-4, ANSI/AGMA 9005-E02, DIN 51517 Part 3, Flender Revision 16,
Hansen Oil HP1/ HP2/HPP/14/P4 & M4ACC, 1SO 12925-1 (CKD)

TunoBble XapaKTepUCTUKHU

Knacc Bsizkoctu rno ISO ASTM D 4052 | 150 220 320 | 460 680
o

S:I/IHz?gIaTVIL-IeCKaﬂ BA3KOCTb npu 40 °C, 150 220 | 320 | 460 | 680
KnHeMmaTtnyeckas Bs3koctb npu 100 °C ASTM D 445

e P ' 20 | 30 | 40 | 50 | 60
NHaeKC BA3KOCTH ASTM D 2270 | 160 160 160 | 160 160
TemnepaTypa 3acTbiBaHus, °C ASTMD97 | <-30 | <-30 | <-30| <-30 | <-30
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